


B-3929 

DhSCH!3ETHE PRFSENT AND CMCSNAL [IF KNOWN) PHYSICAL Ali'EARANCE 

The Broadway School, ;;109, is a stylistically neutral utilitarian brick structure 
which stands in the neighborhood of The Johns Hopkins Hospital. This two-story red 
brick building features a central tower capped by a pediment, two large chimneys with 
.-»ri:!:«1d openings, and an entrance appendage on the south facade housing a stairwell. 
The .-chool fronts on Broadway, which h-s a landscaped median strip with trees, slcp":ng 
l.vn, ;j-id space for silting and walking. The building is rurrc u --'od by late 19th 
c-Vil; ry brick re*.'.C u^es. 

The front (..est) facade is const "-•.•...t-d of red stretched bend brick. It is .six 
V;ys wide with a <:ne bay wide entrance area ret back from the frcnt facade on the r .•>-.-th. 
Two brick piers define the central tower, which is two bays wide with four nine-uver-
nine windows. The windows have stone sills and splayed brick lintels. A brick water 
table surmounts four bricked up basement window openings. Above the second story 
v.i-uows is a large carved stone displaying "Male and Female Primary School #5". A 
wooden dcntilled pediment with brick tympanum surmounts bands of corbeled brick and 
header bond brick to end the tower facade. Two large chimneys, visible from the front 
facade, have arched openings on all sidns, brick bands,and a corbeled brick cornice. 

The building walls are styled in the fashion of the tower facade with identical 
windows, water table, bricked up bascrent openings and brick construction. They 
are defined by two slightly projecting corner piers. The walls are capped by brick 
corbeling, a band of header bend brick, and a metal rain gutter. 

The brick appendage housing the front entrance and stairwell is one bay wide on 
the front facade and two bays wide on the side: it is three stories to the rest of 
the building's higher-ceilinged two. Both front and rear entrances are comprised of 
double doors surmounted by a single-light transom. A bracketed entrance hood above 
the front entrance is surmounted by a Email window on the first floor and a four-over-
four window on the second story. A wood cornice completes the facade. The side 
facade of the entrance appendage has identical four-over-four windows. 

The north facade of the school is ten bays long. An outdoor stairway enclosed in 
corrugated metal is located here, as are two basketball play areas. This side is 
divided by two brick chimneys. The two rear windows are four-over-four, while the 
remaining windows are six-over-six with splayed brick lintels and stone sills. A 
rear entrance has a bracketed entrance hood identical to the front entrance. The 
south facade is divided by three projecting chimneys. Tt has a basement entrance. 
The rear section of both sides has a flat roof and simple wood cornice. The front 
portion of the side facade ends in a metal roof gutter and gabled roof. 

The rear (east) facade is six bays wide. Windows are four-over-four with stone 
sills and splayed brick lintels. This facade fronts on a cobblestone alley. 

The building interior features an "open plan" with classrooms separated by multi-
parted glass partitions. >rhe second f^oor n a s a central corridor with flanking class
rooms which ends in a T-shape in the rear building section. This section houses two 
small rooms and stairways. The corridor on the first floor stops at the front four 

I classrooms. Access to some of these classrooms is obtained only through other class
rooms. 

SEE CONTINUATION SHEET #1. 
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(DESCRIPTION CQ\iJ < Nil F D) 

The ceilings in the corridors and classroc-is are plastered. Floors are const rue ted 
of narrow wooden floor boards. Most of the doors are paneled with large 1r.uJti--7---r.ed 
-wind cos, . nd partition vails between classrooms are multi-paned glass with a paneled 
wood-in base. 

1r.uJti--7---r.ed
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The Broadway School was constructed in 1876. The building is significant as n 
"open plan" school wihti classes separated by glass partitions, This plan was nV.c-] c\^d 
in 1S68 after a reformist movement sought to develop prototypical standards for rvh-:ol 
buildings. The "open plan" design was developed by J, J, Husband and was first J. d in 
School ?7126 in Sharp-LeadenhaH. This plan allowed the principal to have a crr-̂ r.-i" ig 
view of all the classrooms. It also provided the flexibility to create larger c],-s?n < :•; 
by opening up glass partitions. 

School i/109 is prepesed for re-use as twenty housing units. It is located near r.he 
Johns Hopkins Hospital, an area where there has been considerable interest in improving 
the c:...- onity and attracting new groups to the neighborhood. The cc ..--.unity has --.ny 
ninet.c.ith century houses, churches, and other institutional buildings. 

jA!1 11 'v? Qf S?:GMFICAK'CE 

This school is significant as an "open plan" school with classes 
gl.-.cs partitions. Few of these schools survive today. Built in 1676, the school 
for nearly 100 years. The exterior architecture of the building is rather simple, 
blrr>i':*ng into surrounding row housing. 
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HISTORIC PRESERVATION CERTIFICATION 
APPLICATION — PART 1 

(Pursuant to the Tax Reform Act of 1976) 

Instructions: Applicant should read the instructions carefully before completing application. No Certification may be made unless a completed application form has 
been received (P.L 94^4551 Use typewriter or print clearly in dark ink lo complete the application form. If additional space is needed to complete Pari 1. use the reverse 
side or a separate plain sheet of paper clearly indicating the owner's name and mailing address Part 1 of this application may be completed and sent to the appropri
ate State Historic Preservation Officer at any time during the year, and may be sent separately or with Part 2 

PART 1 EVALUATION OF SIGNIFICANCE 
The Broadway School (Public School # 109) 

1. NAME OF PROPERTY __ ± . 
> 

Address ot property: street Broadway—and AshXand— Avenue —̂ 
Baltimore Maryland 

City , _______ County State i , Zip Code 
Name of historic district in which properly is located: , , , . 

2. DESCRIPTION OF PHYSICAL APPEARANCE: 
(see instructions for map and photograph requirements—use reverse side it necessary) l n e B r o a d w a y b C l l O O l I S _ t W O 

story red brick building featuring a cent ra l tower with pediment, two 
large chimneys with arched openings, and a side entrance appendage a t 
the south corner of the front(west) facade. The front facade i s con
structed of red brick laid in a l l s t re tcher bond, six bays wide with 

3. STATEMENT OF SIGNIFICANCE: 

(use reverse side unecessary) T h e B r o a d w a y School was constructed in 1876 and is s ig
nif icant as an example of the "open plan" school with classrooms sep-
erated only by glass pa r t i t ions . This plan was developed in 1868 after 
a reformist movement sought to develop prototypical standards for public 

Date ot construction (it known) _ i S J J 5 X ) Original site D Moved Date of alterations (if known) 

4. NAME AND MAILING ADDRESS OF OWNER: 

Name The B a l t i m o r e S c h o o l A s s o c i a t e s 

street 18 P.rowni n s h i e l d S t r e e t 

city Be-ahody state M a s s . z.P code_0_L9_£L0_ 

'Telephone Number (during day): Area Code _.•*- ' ~ - J - > - L - U U l 3 

' I hereby attest that Vf(e information I have provided is. to the best ot my knowledge, correct, and that I am owner of the property described above 

S t a t u r e 

For office use only 

The structure described above is included within the boundaries of the National Register historic district and D contributes D does not contribute to the character ot 
the district. 

The structure\[ appears • does not appear to meet National Register Criteria for Evaluation (36 CFR 60.6) and Jffwill likely D will not be nominated to the National 
Register in a#cbrd with the Department of the Interior procedures (36 CFR 60). ' 

The structure is located in a district which D appears O does not appear to meet National Register Criteria for Evaluation (36 CFR 60.6). D will likely D will not be nomi
nated to the National Register in accord with Department of thejnlerior procedures (36 CFR 60). and D appears D does not appear to contribute to the character ot said 

Signature Date. 
State Historic Preservation Officer 

This property has been evaluated according to the criteria and procedures set forth by the Department of the Interior (36 CFR 67) and. if subject to depreciation under 
section 167 ot the Internal Revenue Code ot 1954. 
D is hereby certified a historic structure 
D does not contribute to the character of the historic district and does not merit certification as a historic structure Reasons given on the attached sheet 

Signature _ Hatp . 
Keeper of the National Register 



IF NEEDED USE THIS SIDE TO COMPLETE ANSWERS TO PART 7 

2. Con t inued B-3929 

a one bay wide entrance pavilion recessed from the front facade at the 
south corner. The projecting central tower is defined by brick engaqed 
pilasters at the corners, is two bays wide with 9/0 wood sash at both 
levels. A large limestone tablet over the pair of second story windows 
is inscribed "Male and Female Primary School # 5". The tower is finished 
with a dentilled wood pediment with brick tympanum resting on a cornice 
and entablature of corbelled bricks and two rows of headers. Two large 
chimneys, visible from the front facade, have arched openings on all 
four sides, brick banding above and below the openings, and corbelled 
brick at the cap. The walls flanking the projecting tower pavilion 
have identical paired windows, water table and brick construction, and 
are defined by similar engaged brick pilasters at the corners, brick 
corbelling and double row of headers at the roof line. The roof over 
the main body of the school is a low hip. 

The brick entrance pavilion appended to the south end of the 
west facade and slightly recessed, is one bay wide by two bays deep. 
Entrances at the front (west) and rear (east) are served by double 
doors with single light transoms. A bracketed entrance hood above the 
west entrance has a curious two light horizontal window above it, 
with a 4/4 double hung wood sash at the second floor. A molded wood 
cornice surrounds the entrance pavilion at the eaves line. 

The north side facade is ten bays deep, divided into three 
sections by brick chimneys. The first two sections are three bays 
deep, with 9/9 sash in flat splayed brick arches. The roof over these 
two sections is gable-hipy visible from the front facade. The rear 
section of the side elevations has a flat roof and 4/4 sash, with 
an entrance with bracketed hood in the last bay. The south side eleva
tion is divided by three brick chimneys and has an entrance to the 
cellar. The rear elevation is six bays wide. Based on the change in 
roof form and window design, it is presumed that the two bay rear part 
of the school is a later addition, but undated. 

The interior features an open plan, with the fourteen classrooms 
seperated by multi-paned glass partitions. The second floor has a cen
ter hall with flanking classrooms, terminating in the rear section in 
a "T". The hall on the first floor ends at the start of the rear two' 
bay deep section, further evidence of the probable later date for this 
part of the" school. The ceilings are plaster, floors wood, partitions 
paneled below the glass, and most doors panelled with multi-paned lights 

3. Continued 

school buildings. The "open plan" design was developed by J.J. Husband 
and was first used in Baltimore at the Sharp Leadenhall School #126. 
This plan allowed the principal a commanding view of all the classrooms 
and provided greater flexibility in creating larger classrooms by simply 
opening the glass partitions. 
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Public School # 109 (The Broadway School) Demolished 
825 N. Broadway 
Block 1600, Lot 001 
Baltimore City 
Baltimore East Quad. 
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Broadway School (Public School 109) 
825 North Broadway 

First Floor Sketch Plan 
DATE: 10/31/03 PREPARED BY: BC, BW 

R. Christopher Goodwin & Associates, Inc. 
241 East Fourth Street, Suite 100 Frederick, MD 21701 

Figure 1. Sketch of First Floor Plan 
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Broadway School (Public School 109) 
825 North Broadway 

Second Floor Sketch Plan 
DATE: 10/31/03 PREPARED BY: BC, BW 

R. Christopher Goodwin & Associates, Inc. 
241 East Fourth Slreot, Suite 100 Frederick, MD 21701 

Figure 2. Sketch of Second Floor Plan 
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Broadway School (Public School 109) 
825 North Broadway 

Photograph Locations 
DATE: 10/31/03 | PREPARED BY: BC, BW v 

(i|Pilj\ R. Christopher Goodwin & Associates, Inc. 
\ | | p / 241 East Fourth Street, Suite 100 Frederick, MD 21701 

Figure 3. Sketch of Second Floor Plan showing locations of photographs 
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HISTORIC AMERICAN BUILDINGS SURVEY 
PHOTOGAPHIC DOCUMENTATION 

INDEX TO PHOTOGRAPHS 

BROADWAY SCHOOL 
(PUBLIC SCHOOL 109) 
527 North Broadway 
(Corner of North Broadway and Ashland) 
Baltimore 
Maryland 

Photographer: Harriet Wise Photography October 2003 

B-3929-1 South elevation, looking north. North Broadway in foreground. 
B-3929-2 North and west elevations, looking southeast. North Broadway 

and Ashland in foreground. 
B-3929-3 West elevation, looking east. North Broadway in foreground. 
B-3 929-4 South elevation, looking north. 
B-3929-5 East elevation, looking west. 
B-3929-6 North elevation, looking south. Ashland in foreground. 
B-3929-7 North and east elevations, looking southwest. 
B-3929-8 South and east elevations, looking northwest. 
B-3929-9 Detail of front (west) elevation showing building name, pediment, 

and chimneys. 
B-3929-10 Detail of second-floor windows on front (west) elevation. 
B-3929-11 Bracket over front (west) entrance. 
B-3929-12 Second-floor corridor looking west. 
B-3929-13 Front stairwell from the first floor to the second floor, taken from 

the second floor, looking east. 
B-3929-14 Apartment 209 (northwest corner of the building) looking 

northeast. 


























































